¥4 LEVELING BINDER (MM), N70

1Y/, HOT-MIX ASPHALT SURF CSE,
MIXTURE D, N70
1/, HMA SURF REM.

147-3"x

147-3"

*LM 0.00 TO LM 0.025 DISTANCE FROM
¢ TO FACE OF CURB IS 26'-9”

TYPICAL SECTION

LM 0.00 TO LM 0.36

¥a* LEVELING BINDER (MM), NTO

1/, HOT-MIX ASPHALT SURF CSE,
MIXTURE D, NT0
15" HMA SURF REM. ¢

14-3"

12

EXISTING BRICK PAVEMENT

EXISTING BITUMINOUS OVERLAYS

9

TYPICAL SECTION

LM 0.36 TO LM 0.40

EXISTING BRICK PAVEMENT

EXISTING BITUMINOUS OVERLAYS

1//3" HOT-MIX ASPHALT SURF CSE,
MIXTURE D, N70

¥a”  LEVELING BINDER
(MM), NTO

12

|
|
!
!PAVEMENT MARKING LINES, TYP

— AGGREGATE SHOU

EXISTING CONCRETE PAVEMENT

EXISTING BITUMINOUS OVERLAYS

LM 0.4 TO LM 0.75

HMA HMA
SURFACE LEVELING
BINDER
PG GRADE PG 64-22 PG 64-22
MAX 7 RAP
ALLOWABLE=» 107 %xw 1572 ns
DESIGN AIR
VOIDS 47, @ N70 47 @ N70
MIXTURE IL 12,5 OR
COMPOSISION IL 9.5 IL 9.5
FRICTION
AGGREGATE MIXTURE D -
DENSITY CONTROL SATISFACTION
LIMITS CORRELATION OF ENGINEER

»= IF RAP OPTION IS SELECTED, THE ASPHALT CEMENT GRADE MAY NEED TO BE
ADJUSTED. THIS WILL BE DETERMINED BY THE ENGINEER.

wxxlF 3/8” RAP IS UTILIZED, MAXIMUM PERCENT MAY BE INCREASED TO 25% FOR
BINDER AND 157% FOR SURFACE. SEE RAP SPECIAL PROVISIONS

LDER, TYPE B, TYP
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